
6" STRAIGHT FORM

4" CONC. SLAB
BASE AS SPEC'D

4" DIA PERF DRAINAGE PIPE

3/4" CLEAN STONE TO
6" MIN. ABOVE PIPE

FILTER CLOTH IF REQ'D

TYPICAL WOOD FRAME CONSTRUCTION

WATERPROOFING MEMBRANE

FREE DRAINING
BACKFILL AS SPEC'D

PARGING

1/2" GYPSUM BRD.

WOOD 'I' JOISTS

SUB FLOOR

VERTICAL & HORIZONTAL
REBAR AS SPEC'D

1
TYPICAL FOUNDATION 9' HIGH

6 INCH

ALL VERTICAL STEEL SHALL BE PLACED
IN CENTER OF CORE. BARS ARE SHOWN

SEPARATE IN DIAGRAM FOR CLARITY.

2"x10" SILL PLATE ON
SILL GASKET
PROVIDE ANCHOR BOLTS
PER LOCAL
CODE REQUIREMENTS

FURRING IF REQ'D

9 FT INTERIOR
CEILING HEIGHT

FOOTER DOWEL
AS SPEC'D

1.002-BB-400

NTS

6 INCH TYPICAL FOUNDATION 9' HIGH

4-11-23 / 2 / AQ
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NOTE: CONSTRUCTION SHALL BE IN ACCORDANCE WITH ALL APPLICABLE
LOCAL & NATIONAL CODES. THIS DOCUMENT IS PROVIDED AS A BENEFIT.
IT IS THE RESPONSIBILITY OF THE USER TO MODIFY THIS DOCUMENT
ACCORDING TO APPLICABLE LOCAL AND NATIONAL CODES & TO
RESEARCH & UNDERSTAND SAFE METHODS OF USE & HANDLE OF
PRODUCT. ALL DRAWINGS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
BUILDBLOCK ASSUMES NO LIABILITY FROM THE USE OF THIS DOCUMENT.

BuildBlock
BUILDING SYSTEMS LLC
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